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30KW Natural Gas/Propane Generator

Standby | 60 Hz | Cummins Engine

General
Model WDG-30-CMS-NAT
Fuel Type Natural Gas / Propane | ‘ ©
Rating 30 kW /37 kVA \ :
Frequency 60 Hz \ \ )n‘ga
‘ hos%rs |
Voltage Any voltage can be customized \ RN ‘
Phase Single Phase or Three Phase \ ‘ \
Enclosure Type Silent, Weatherproof e
Engine Brand Cummins N 3
Alternator Brand Stamford ~ \
Controller Model Deep Sea DSE 7320/7310
Engine Data Alternator Data
Engine Model Cummins QSJ2.4G-G5 Alternator Model Stamford S1L2-J
Configuration 4 cylinder, in line Type Self-excited, Brushless
Aspiration Turbocharged Power Factor 0.8
Gross Engine Power Output 36.9 kWm (bhp) Voltage Regulation AVR
Bore x Stroke (in.) 341x3.94 Insulation System Class H
Rated Speed (RPM) 1800 Protection Level P23
Displacement (L) 24
Compression Ratio 9.51 Size & Dimensions
Cooling Method Radiator Cooled Dimensions (Lx W x H) 61.4x35.0x38.2 (in.)
Governor Electronic Net Weight (lbs.) 1,100
Fuel Consumption
Natural Gas Standby Propane Standby

Ratings 30kW | 37kVA 30kW | 37kVA

Load 1/4 1/2 3/4 Full 1/4 1/2 3/4 Full

scfh 147.6 219.0 300.0 380.9 66.4 95.9 1291 1641

m’/hr 418 6.20 8.50 10.79 1.88 272 3.66 4.65
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Generator set data sheet

Model:
kW rating:

Frequency:

Fuel type:
Emissions level:

C30 N6
30.0 natural gas Standby

30.0 propane Standby
60 Hz

Natural gas/propane
EPA emissions

Natural gas Propane

Standby Standby
Fuel consumption | kW (kVA) kW (kVA)
Ratings 30.0 (37.5) 30.0 (37.5)
Load 1/4 1/2 3/4 Full | 1/4 1/2 3/4 Full
scfh 147.6 | 219.0 | 300.0 | 380.9 | 66.4 95.9 129.1 | 164.1
m?3/hr 4.18 6.20 8.50 10.79 | 1.88 2.72 3.66 4.65

Natural gas Propane

Engine Standby rating Standby rating
Engine model QSJ2.4G-G5
Configuration Cast iron, in-line 4 cylinder
Aspiration Turbo
Gross engine power output, kWm (bhp) 36.9 (49.5) ‘ 36.9 (49.5)
Bore, mm (in.) 86.5 (3.41)
Stroke, mm (in.) 100.0 (3.94)
Rated speed, rpm 1800
Compression ratio 9.5:1
Lube oil capacity, L (qt) 4 (4.54)
Overspeed limit, rpm 2250
Fuel supply pressure
Minimum operating pressure, kPa (in H20) 1.5 (6.0)
Maximum operating pressure, kPa (in H20) 3.2 (13.0)
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Natural gas Propane
Air Standby rating Standby rating
Combustion air, m3/min (scfm) 1.7 (60.6) 1.6 (56.1)
Maximum air cleaner restriction, kPa (in H20) 1.49 (6.0)
Alternator cooling air, m3min (scfm) N/A
Exhaust
Exhaust flow at rated load, m3/min (cfm) 6.7 (240.1) 5.8 (207.6)
Exhaust temperature, °C (°F) 636 (1177) 641 (1186)
E;(gez?nsmgc;k pressure (maximum allowable at engine), 5.0 (20) 5.0 (20)
II(E;hayst back pressure (actual with factory fitted muffler), 1.25 (5)

a (in H20)

Standard set-mounted radiator cooling
Ambient design, °C (°F) 50 (122)
Fan load, kW (HP) 2.1(2.8)
Coolant capacity (with radiator), L (US gal) 10 (2.7)
Cooling system air flow, m3/min (scfm) 89.6 (3200)
Maximum cooling air flow static restriction, kPa (in H20) 0.12 (0.5)

Weights?
Unit dry weight kgs (Ibs) 548 (1209)
Unit wet weight kgs (Ibs) 564 (1245)

Notes:
IFor non-standard remote installations contact your local Cummins representative.
2Weights represent a set with 1-phase with sound level 1 enclosure.
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Derating factors
Natural gas/propane

Standby

Natural gas: Engine power available up to 762 m (2500 ft) at ambient temperatures up to
40 °C (104 °F). Above these elevations derate at 4% per 305 m (1000 ft) and 2% per
10 °C above 40 °C (104 °F).
Propane: Engine power available up to 1005 m (3300 ft) at ambient temperatures up to
40 °C (104 °F). Above these elevations derate at 4% per 305 m (1000 ft) and 2% per

10 °C above 40 °C (104 °F).

Ratings definitions

Emergency Standby
Power (ESP):

Limited-Time Running
Power (LTP):

Prime Power (PRP):

Base Load (Continuous)
Power (COP):

Applicable for supplying
power to varying electrical
load for the duration of
power interruption of a
reliable utility source.
Emergency Standby Power
(ESP) is in accordance with
ISO 8528. Fuel stop power
in accordance with

1ISO 3046, AS 2789,

DIN 6271 and BS 5514.

Applicable for supplying
power to a constant
electrical load for limited
hours. Limited-Time
Running Power (LTP) is in

accordance with 1ISO 8528.

Applicable for supplying
power to varying electrical
load for unlimited hours.
Prime Power (PRP) is in
accordance with 1ISO 8528.
Ten percent overload
capability is available in
accordance with 1SO 3046,
AS 2789, DIN 6271 and
BS 5514.

Applicable for supplying
power continuously to a
constant electrical load for
unlimited hours. Continuous
Power (COP) is in
accordance with 1ISO 8528,
ISO 3046, AS 2789,

DIN 6271 and BS 5514.

Formulas for calculating full load currents:

Three phase output

kW x 1000

Single phase output

kW x SinglePhaseFactor x 1000

Voltage x 1.73x 0.8

Voltage

Warning: Back feed to a utility system can cause electrocution and/or property damage. Do not connect to any building’s
electrical system except through an approved device or after building main switch is open.

For more information contact your local Cummins distributor

or visit power.cummins.com

Our energy working for you.™

©2017 Cummins Inc. All rights reserved. Cummins is a registered trademark of Cummins Inc. PowerCommand, AmpSentry, InPower and “Our energy working for you.” are trademarks of
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STAMFORD

S1L2-J Winding 311 /711

S1L2-J - Technical Data Sheet

Standards

STAMFORD industrial alternators meet the requirements of IEC EN 60034 and the relevant section of other
international standards such as BS5000, VDE 0530, NEMA MG1-32, IEC34, CSA C22.2-100 and AS1359. Other
standards and certifications can be considered on request.

Quality Assurance
Alternators are manufactured using production procedures having a quality assurance level to BS EN ISO 9001.

Excitation and Voltage Regulators

Excitation System

AVR Type AVR Power

VITAO1 Self-Excited / Aux winding
Voltage Regulation +0.5%

No Load Excitation Voltage (V) 13V

Full Load Excitation Voltage (V) 48 'V

Page 1 S1L2-J_W311_711 ESAO55R769 RevE_21.03.2025



STAMFORD

S1L2-J Winding 311 /711

Insulation System Class H

Stator Winding Double Layer Concentric
Winding Pitch Two Thirds
Winding Leads 12

Winding Number 311/711
Number of Poles 4

IP Rating 1P23

RFI Suppression

EN 61000-6-2 & EN 61000-6-4, refer to factory for others

Waveform Distortion

NO LOAD < 2% NON-DISTORTING BALANCED LINEAR LOAD < 5.0%

Short Circuit Ratio

1/Xd

Steady State X/R Ratio

Telephone Interference

6.5

THF<2% TIF<50

Voltage Series Star

380/220 : 400/231:415/240: 440/254 : 416/240 : 440/254 : 460/266 ;| 480/277

Voltage Parallel Star 190/110 : 200/115:208/120: 220/127 : 208/120 : 220/127 : 230/133 ; 240/138
Voltage Series Delta 220/110 ; 230/115:240/120; 254/127 ; 240/120 : 254/127 ; 266/133 : 277/138
kVA Base Rating (Class H) 32 35 35 N/A 37 39.2 N/A 42

Xd Dir. Axis Synchronous 2.898 2.616 | 2.430 2.557 2.421 2.180
X'd Dir. Axis Transient 0.167 0.151 0.140 0.147 0.139 0.126
X"d Dir. Axis Subtransient 0.131 0.118 | 0.110 0.116 0.110 0.099
Xq Quad. Axis Reactance 1.255 1.132 | 1.052 1.107 1.048 0.944
X"q Quad. Axis Subtransient 0.177 0.159 | 0.148 0.156 0.147 0.133
XL Stator Leakage Reactance 0.085 0.076 | 0.071 0.075 0.071 0.064
X2 Negative Sequence Reactance 0.223 0.201 | 0.187 0.197 0.186 0.168
X0 Zero Sequence Reactance 0.045 0.041 0.038 0.040 0.038 0.034

Xd Dir. Axis Synchronous 3.188 2.877 | 2.673 2.812 2.663 2.398
X'd Dir. Axis Transient 0.192 0.173 | 0.161 0.169 0.160 0.144
X"d Dir. Axis Subtransient 0.153 0.139 | 0.129 0.135 0.128 0.115
Xq Quad. Axis Reactance 1.292 1.166 | 1.084 1.140 1.080 0.972
X"q Quad. Axis Subtransient 0.212 0.191 | 0.178 0.187 0.177 0.159
XL Stator Leakage Reactance 0.096 0.086 & 0.080 0.084 0.080 0.072
X2 Negative Sequence Reactance 0.268 0.242 | 0.224 0.236 0.224 0.201
X0 Zero Sequence Reactance 0.053 0.048 | 0.044 0.047 0.044 0.040

T'd TRANSIENT TIME CONST. 0.029
T’d SUB-TRANSTIME CONST. 0.013
T'do O.C. FIELD TIME CONST. 0.305
Ta ARMATURE TIME CONST. 0.007

Page 2
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STAMFORD

S1L2-J Winding 311 /711

Stator Winding Resistance (Ra) 0.203 Q per phase series star connected
Rotor Winding Resistance (Rf) 0.925 Q

Exciter Stator Winding Resistance 16.3 Q

Exciter Rotor Winding Resistance 0.207 Q per phase

Positive Sequence Resistance (R1) 0.254 Q

Negative Sequence Resistance (R2) 0.292 Q

Zero Sequence Resistance (R0) 0.254 Q

Aux Winding Resistance (with 424 Q

winding 711 only)

Cooling Air 0.177 m3/sec (50Hz) 0.212 m3¥/sec (60Hz)
All alternator rotors are dynamically balanced to better than
BS6861: Part 1 Grade 2.5 for minimum vibration in operation.

Shaft and Keys

Bearing 1 Bearing 2 Bearing
Weight Complete Alternator 169 kg 191 kg

Weight Wound Stator 69.5 kg 69.5 kg

Weight Wound Rotor 59.15 kg 61.20 kg
Moment of Inertia 0.2803 kgm?2 0.2811 kgm2
Shipping weight in a Crate 216 kg 238 kg

Packing Crate Size 1050X570X960 mm 1050X570X960 mm
Maximum Over Speed 2250 RPM for two minutes

Bearing Drive End - BALL. 6309-2RS (ISO)
Bearing Non-Drive End Ball Bearing, 6306-2RS1 Ball Bearing, 6306-2RS1
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STAMFORD

S1L2-J Winding 311/ 711

RATINGS AT 0.8 POWER FACTOR

Class - Temp Rise Standby - 163/27°C Standby - 150/40°C Cont. H - 125/40°C Cont. F - 105/40°C

Series Star (V)| 380 400 415 440 | 380 400 415 440 [ 380 400 415 440 | 380 400 415 440

50

H Parallel Star (V)] 190 200 208 220 | 190 200 208 220 [ 190 200 208 220 | 190 200 208 220
V4

Series Delta (V)] 220 230 240 254 [ 220 230 240 254 | 220 230 240 254 | 220 230 240 254

kVA| 353 385 385 N/A |343 375 375 NA|320 350 350 NA|[292 319 319 NA
kw| 28.2 30.8 30.8 | N/A |27.4 30.0 30.0 N/A|[256 280 280 | N/A|234 255 255 N/A

Efficiency (%) 87.3 869 871 N/A |876 872 874 N/A|884 881 882 NA|[89.1 888 89.0 NA
kW Input| 324 355 354 | N/A | 313 344 343 NA|[29.0 318 317 | NA| 262 287 287 NA

Series Star (V)| 416 440 460 480 | 416 440 460 480 | 416 440 460 480 | 416 440 460 480

60

Parallel Star (V)] 208 220 230 240 | 208 220 230 240 | 208 220 230 240 [ 208 220 230 240

Hz Delta (V)| 240 254 266 277 | 240 254 266 277 | 240 254 266 277 | 240 254 266 277
kVA| 40.7 431  N/A 462 (395 419 NA 450370 392 NA 420|336 357 NA 382
kW[ 326 345 N/A 37.0 316 335 NA 360296 314 NA 336|269 286 NA 306
Efficiency (%)| 88.3 882 N/A 881|886 85 NA 884)|89.3 893 NA 892|900 90.0 NA 89.9
KW Input| 36.9 39.1 | N/A 41.9 | 357 379 NA 407|331 351 NA 37.7[299 317 NA 340
De-Rates

All values tabulated above are subject to the following reductions:

- 3% for every 500 meters by which the operating altitude exceeds 1000 meters above mean sea level

- 3% for every 5°C by which the operational ambient temperature exceeds 40°C

- For any other operating conditions impacting the cooling circuit please refer to applications
Note: Requirement for operating in an ambient exceeding 60°C and altitude exceeding 4000 meters must be
referred to applications.

Dimensional and Torsional Drawing
For dimensional and torsional information please refer to the alternator General Arrangement and rotor drawings
available on our website (http://stamford-avk.com/)

Note: Continuous development of our products means that the information contained in our data sheets can
change without notice, and specifications should always be confirmed with Cummins Generator Technologies prior
to purchase.

Page 8 S1L2-)_ W311 711 _ESAO55R769_RevE_21.03.2025



° DSEGenset®

DSE

DSE7310/20 MKII

AUTO START & AUTO MAINS FAILURE CONTROL MODULES

KEY FEATURES

Configurable power-up mode
MPU fail delay

Enhanced graphical user interface
Drag & drop advanced PLC editor
MSC ID within PLC GenComm
override

4-Line back-lit LCD text display
Multiple Display Languages

Five key menu navigation

LCD alarm indication

Heated display option available
Customisable power-up text and
images

DSENet expansion compatibility
Data logging facility

Internal PLC editor

Protections disable feature

Fully configurable via PC using
USB, RS232 & RS485
communication

Front panel configuration with

PIN protection

Power save mode

3 phase generator sensing and
protection

3 phase mains (utility) sensing and
protection (DSE7320 MKII only)

» Automatic load transfer control

(DSE7320 MKII only)

Generator current and power
monitoring (kW, kvar, kVA, pf)
Mains current and power
monitoring (kW, kvar, kVA, pf)
(DSE7320 MKII only)

kW and kvar overload and reverse
power alarms

Over current protection

DEER SEA ELECTROWICS

Unbalanced load protection
Independent earth fault protection
Breaker control via fascia buttons
Fuel and start outputs configurable
when using CAN

6 configurable DC outputs

+ 2 configurable volt-free relay

outputs

6 configurable analogue/digital
inputs

Support for0Vto 10V &4 mA to
20 mA sensors

8 configurable digital inputs
Configurable 5 stage dummy load
and load shedding outputs

CAN, MPU and alternator
frequency speed sensing in one
variant

Real time clock

Manual and automatic fuel pump
control

Engine pre-heat and post-heat
functions

Engine run-time scheduler
Engine idle control for starting &
stopping

Fuel usage monitor and low fuel
level alarms

Simultaneous use of RS232 and
RS485 communication ports

+ True dual mutual standby using

RS232 or RS485 for accurate
engine hours balancing.
MODBUS RTU support with
configurable MODBUS pages.

+ Advanced SMS messaging

(additional external modem
required)

Start & stop capability via SMS
messaging

3 configurable maintenance alarms

Compatible with a wide range of
CAN engines, including tier 4
engine support

Uses DSE Configuration Suite PC
Software for simplified
configuration

Licence-free PC software

IP65 rating (with supplied gasket)
offers increased resistance to water
ingress

Modules can be integrated into
building management systems
(BMS) using MODBUS RTU

KEY BENEFITS

Automatically transfers between
mains (utility) and generator
(DSE7320 MKII only) for
convenience.

Hours counter provides accurate
information for monitoring and
maintenance periods

User-friendly set-up and button
layout for ease of use

Multiple parameters are monitored
& displayed simultaneously for full
visibility

The module can be configured to
suit a wide range of applications for
user flexibility

PLC editor allows user configurable
functions to meet user specific
application requirements.

SPECIFICATIONS

RELATED MATERIALS
TITLE

DSE7310 MKII & DSE7320 MKII Installation Instructions
DSE7310 MKII & DSE7320 MKII Operator Manual

DSE7310 MKII & DSE7320 MKII Configuration Suite PC Manual

PART NO.
053-181
057-253
057-243

DEEP SEA ELECTRONICS LTD
Highfield House, Hunmanby Industrial Estate, Hunmanby YO14 OPH

DEEP SEA ELECTRONICS INC USA
3230 Williams Avenue, Rockford, IL 61101-2668 USA

DC SUPPLY

CONTINUOUS VOLTAGE RATING
8V to 35 V Continuous

5 V for upto 1 minute

CRANKING DROPOUTS

Able to survive 0 V for 100 mS, providing
supply was at least 10 V before dropout and
supply recovers to 5 V. This is achieved
without the need for internal batteries.

LEDs and backlight will not be maintained
during cranking.

MAXIMUM OPERATING CURRENT
510 mA at 12V, 240 mA at 24 V

MAXIMUM STANDBY CURRENT
330 mA at 12V, 160 mA at 24 V

CHARGE FAIL/EXCITATION RANGE
OVto35V

GENERATOR & MAINS (UTILITY)
VOLTAGE RANGE

15V to 415 V AC (Ph to N)

26V to 719 V AC (Ph to Ph)

FREQUENCY RANGE
3.5Hzto 75 Hz

MAGNETIC PICKUP
VOLTAGE RANGE
+/-0.5Vto 70V

FREQUENCY RANGE
10,000 Hz (max)

INPUTS
DIGITAL INPUTS ATO H
Negative switching

ANALOGUE INPUTS A & F
Configurable as:

Negative switching digital input
0Vto 10 V sensor

4 mA to 20 mA sensor
Resistive sensor

ANALOGUE INPUTS B, C,D & E
Configurable as:

Negative switching digital input
Resistive sensor

OUTPUTS
OUTPUT A & B (FUEL & START)
15 A DC at supply voltage

OUTPUTS C & D
8 AAC at 250 V AC (Volt-free)

AUXILIARY OUTPUTSE, F, G, H, 1 & J
2 A DC at supply voltage

DIMENSIONS

OVERALL

245 mm x 184 mm x 51 mm
9.6” x7.2" x 2.0”

PANEL CUT-OUT
220 mm x 160 mm
8.7" x 6.3”

MAXIMUM PANEL THICKNESS
8 mm
0.3”

STORAGE TEMPERATURE RANGE
-40°C to +85°C
-40 °F to +185 °F

OPERATING TEMPERATURE RANGE
-30°C to +70°C
-22 °F to +158 °F

HEATED DISPLAY VARIANT
-40 °C to +70 °C
-40 °F to +158 °F

TELEPHONE +44 (0) 1723 890099
EMAIL sales@deepseaelectronics.com WEBSITE www.deepseaelectronics.com

TELEPHONE +1 (815) 316 8706
EMAIL usasales@deepseaelectronics.com WEBSITE www.deepseaelectronics.com

Deep Sea Electronics Plc maintains a policy of continuous development and reserves the right to change
the details shown on this data sheet without prior notice. The contents are intended for guidance only.

Registered in England & Wales No.01319649

VAT No.316923457 055-203/12/20 (2)



° DSEGenset®

DSE7310/20 MKII

AUTO START & AUTO MAINS FAILURE CONTROL MODULES

The DSE7310 MKIl is an Auto Start
Control Module and the DSE7320
MKIl is an Auto Mains (Utility) Failure
Control Module suitable for a wide
variety of single, diesel or gas,
gen-set applications.

Monitoring an extensive number of
engine parameters, the modules will
display warnings, shutdown and
engine status information on the
back-lit LCD screen, illuminated LEDs,
remote PC and via SMS text alerts
(with external modem).

The DSE7320 MKII will also monitor

the mains (utility) supply. The modules

include USB, RS232 and RS485
ports as well as dedicated DSENet®
terminals for system expansion.

Both modules are compatible with
electronic (CAN) and non-electronic
(magnetic pick-up/alternator sensing)
engines and offer an extensive
number of flexible inputs, outputs
and extensive engine protections so
the system can be easily adapted to
meet the most demanding industry
requirements.

The extensive list of features includes
enhanced event and performance
monitoring, remote communications
& PLC functionality. Dual mutual
standby is now available on both the
DSE7310 MKII & DSE7320 MKII using
RS232 or RS485 communications.
This provides for a simpler and more
convenient installation with more
advanced features such as true
engine hours balancing.

The modules can be easily configured
using the DSE Configuration Suite PC
software. Selected front panel editing
is also available.

DSE

ENVIRONMENTAL TESTING STANDARDS

ELECTRO-MAGNETIC COMPATIBILITY
BS EN 61000-6-2

EMC Generic Immunity Standard for

the Industrial Environment

BS EN 61000-6-4

EMC Generic Emission Standard for

the Industrial Environment

ELECTRICAL SAFETY

BS EN 60950

Safety of Information Technology Equipment,
including Electrical Business Equipment

TEMPERATURE
BS EN 60068-2-1
Ab/Ae Cold Test -30 °C
BS EN 60068-2-2
Bb/Be Dry Heat +70 °C

VIBRATION

BS EN 60068-2-6

Ten sweeps in each of three major axes
5 Hz to 8 Hz at +/-7.5 mm,

8 Hz to 500 Hz at 2 gn

HUMIDITY

BS EN 60068-2-30

Db Damp Heat Cyclic 20/55 °C
at 95% RH 48 Hours

BS EN 60068-2-78

Cab Damp Heat Static 40 °C
at 93% RH 48 Hours

SHOCK

BS EN 60068-2-27

Three shocks in each of three major axes
15gnin 11 mS

DEGREES OF PROTECTION

PROVIDED BY ENCLOSURES

BS EN 60529

IP65 - Front of module when installed into the
control panel with the supplied sealing gasket.

COMPREHENSIVE FEATURE LIST TO SUIT A
WIDE VARIETY OF GEN-SET APPLICATIONS

MODEM MODBUS PC
DSE2130 . J 1 -
DSE2157 = | |
DSE2548 o (= 8 6 6 q_l
DSE2510/20
232 485
DSENET® RS232 AND UsB CONFIGURABLE | DC OUTPUTS ANALOGUE EMERGENCY DC POWER
EXPANSION RS485 PORT INPUTS INPUT STOP SUPPLY 8-35V
N || T
= —
DEUTZ
DSE7310/20 MKII BERid
PERKINS
CATERPILLAR
VA MTU
o LT
W OTHER SCANIA
MAINS (UTILITY) N/C VOLT FREE GENERATOR/ N/O VOLT FREE GENERATOR CHARGE FUEL & CRANK ELECTRONIC
SENSING OUTPUT LOAD CURRENT OUTPUT SENSING ALTERNATOR OUTPUTS ENGINES &
DSE7320 MKIl ONLY (Flexible with CAN) | MAGNETIC PICK-UP
VOLTS — - VOLTS D+ —
‘g — dap- r\‘ @ WiL +_‘\‘ . AR
1ph 1 1ph 1 1ph
2ph 2ph 2ph
3ph 3ph 3ph
N E/N N

AN

AN\

C E A-\ ™ cus

LISTED
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