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    Output Rating Prime Standby

     Power 80kW 88kW

     Current A 333.3 366.7

     Voltage V 120/240, or any voltage can be customized

     Frequency HZ 60

     Phase Single or Three Phase

     Rated at Power Factor cos φ 1

   General Features  (Silent Type)   Open Type

   Silent Type
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1800 RPM diesel engine by Cummins, industry leading brand with excellent

performance and high reliability

Self-excited synchronous Stamford alternator, brushless, 100% copper winding.

High-end DeepSea controller monitors and displays all generator parameters,

warns of anomalies, stopping the equipment if necessary

All diesel generators are subjected to a comprehensive performance test at

50% load, 70% load, 100% load, and 110% load, to verify that all control systems,

alarms, and shut-down protections are operating properly

Equipped with high performance maintenance-free lead-acid

starting batteries and connecting cables

Weatherproof and soundproof canopy with strong corrosion-proof enclosure

Equipped with base fuel tank, additional fuel tank sizes available

Frame equipped with holes for lifting by cranes.

Vibration isolators between the engine/alternator and base frame.

Equipped with water-cooled system by copper radiator

Equipped with high quality MCCB.

Integrated battery charger

Electronic voltage regulation ensures correct and stable voltage at all times.

RATINGS:  All single-phase units are rated at 1.0 power factor.

Standby ratings:  Standby ratings apply to installations served by a reliable utility source. The standby rating is applicable to varying loads for 

the duration of a power outage. There is no overload capability for this rating.

Prime power ratings:  Prime power ratings apply to installations where utility power is unavailable or unreliable. At varying load, the number of

generator set operating hours is unlimited. A 10% overload capacity is available for one hour in twelve.

80 KW Cummins Diesel Generator80KW Cummins Diesel Generator
Open Type & Silent Type  |   1800 RPM @ 60Hz 
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Configuration Length (L) Width (W) Height (H) Weight

Silent Type 110.2 in. 43.3 in. 66.9 in. 3500 lbs

Dimensions & Weight

   General Features

Model JHK-80GF

Type Silent

With Engine Brand/Model Cummins 6BT5.9-G2

With Alternator Brand/Model Stamford UCI274E

With Controller Deepsea DSE6120

With Cooling system Water-cooled with fan and Copper radiator

With Base Fuel Tank 280 L  /  73.9 gal

With MCCB 400A

Product Overview

Engine Technical Data

   Engine Technical Data Prime Standby

Engine Output KW 100 110

Engine Brand Cummins

Engine Model 6BT5.9-G2

Cylinder Arrangement L type

No. of Cylinders 6

Aspiration Turbocharged

Compression Ratio 17.3:1

Rotational Speed Range RPM 1800

Bore x Stroke in 4.02 x 4.72 in.

Governor Type Electronic

Cooling System Forced water cooling cycle

Displacement L 5.9

Engine Coolant L / gal 8.3 L / 2.19 gal

Total Lube Oil L / gal 11 L / 2.91 gal

Starter Motor DC24V

   Power Standard 25% 50% 75% 100%

Fuel Consumption – Prime L/h 9 14.4 20.7 28.5

Fuel Type Diesel: 0# (Summer), -10# (Winter), -35# (Cold)

Fuel Consumption
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   Alternator Model Stamford UCI274E

Rated Frequency 60HZ

Rated Speed 1800 RPM

Voltage 120/240V

Insulation Class H

Regulation Type AVR

Exciting Mode Self-excited

Execution Brushless

Protection Class IP23

Voltage Adjust Range ≥5%

Power Factor 1.0

Phase/Wire Single Phase, 3 wires

Alternator Data

Control Panel

   Control System

    Key Features
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DSE6120 MKII
Auto Mains (Utility) Failure control module
  

The DSE6120 MKIII is an Auto Mains (Utility) Failure Control Module
suitable for a wide variety of single, diesel or gas, genset applications.
  

Monitoring an extensive number of engine parameters, the module
will display warnings, shutdown and engine status information on
the back-lit LCD screen, illuminated LEDs and remote PC.

6 configurable DC outputs.
4 configurable analogue/digital inputs
8 configurable digital inputs.
3-phase generator and mains (utility) sensing.
Automatic load transfer control.
Generator & mains current and power monitoring.
Internal PLC editor.
Breaker control buttons on front fascia.
Fuel and start outputs configurable when using CAN.
Tier 4 ECO engine support including exhaust fluids & filters.
DSENet expansion compatibility.

CAN, MPU & alternator speed sensing 
       (selectable depending on engine type).

Support for 0-10 V & 4-20mA oil pressure senders.
Customizable power up text and images
Five key menu navigation
Backed-up real time clock.
Fuel usage monitor and low level alarms.
Data logging facility
Configurable event log (100).
SNMP GET, SET & TRAP support built-in.
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Soundproof Enclosure

   Features

Multi-way air intake and exhaust guarantee the power performance of the generator.
Large-scale impedance combined type silencer effectively reduce noise of the generator.
Internal high performance rubber damper and flexible materials reduce vibration.
Base mounted fuel tank supports the generator running for 8 hours.
Cold steel materials of the canopy.
Best powder paint.
Zinc plated and Corrosion resistance.
Elegant appearance and reliable quality.
Stainless steel locks and hinges.
Access to all weather conditions.
Fireproof, waterproof and dust proof.
High quality soundproof materials could efficiently reduce noise.
Big base fuel tank in the frame guarantee sufficient diesel supply.
180° revolvable and disassemble door for easy maintenance.
Concave lockable access door for easy operation and indefectible.
Lights inside of the canopy for maintenance.
Transparent viewing window make the control panel clear at a glance.
Emergency stop button mounted on the canopy exterior for urgency.
Cooling fluid injection hole is kept on the ceiling crust.
Pipe of lube oil and cooling fluid is mounted on the bottom of generator for easy let.
Fuel fill and battery can easy be accessed by lockable door.
Cooling fan and battery are fully guarded.
Heat insulation of exhaust smoke system inside the canopy.
Lifting ear is mounted in the base frame.
Acid pickling phosphate treatment, anti-rust, anti-corrosion, weatherproof and soundproof.

Generator Set Type Engine Alternator Control Panel

          Open generator set

          Silent generator set

          Trailer generator set

          Cummins

          Perkins

          Kubota

          Isuzu

          Volvo Penta

          Hyundai

          Yanmar

          Stamford

          Marathon

          Leroy Somer

          PMG

          

        

          Deep Sea

          SmartGen

          ComAp

          

          

        

Fuel System Control System Voltage Other

         Base fuel tank

         Separate fuel tank

         Add-on extended size

         Include Battery charger

         ATS 
          (Automatic Transfer Switch)

         120/240V

         Custom voltage options
          (available upon request)

         Water heater

         Oil heater

         Air intake heater

For Customized Units
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