A\

L Wholesale

Diesel
Generators

WHOLESALE DIESEL GENERATORS
A DIVISION OF NORTH STAR LOGISTICS LLC
661 Miller's Bluff RD, Surgoinsville, TN 37873
. 423-220-3500 Ext 2
B4 sales@wholesale-generators.com
@) www.Wholesale-Generators.com

125 CFM @ 100 PSI Portable Air Compressor

55 HP | Diesel Engine Powered | Trailer Towable

Benefits & Key Features:

Powered by reliable diesel engines — known for durability and long service life in
harsh operating conditions, making them ideal for remote or off-grid job sites

Designed for portability, often mounted on trailers or skids for easy transport

Delivers high air output (CFM) suitable for heavy-duty applications like construction,
mining, and oil & gas. Available in a wide range of pressure and flow ratings to match
different job requirements

Capable of running multiple pneumatic tools simultaneously. Commonly used for
sandblasting, jackhammers, drilling, pipeline work, and industrial maintenance

Typically equipped with weather-resistant enclosures for outdoor operation

Compressor

Type

Rated Operating Pressure (PSI)
Free Air Delivery (CFM)

Drive System Engine
Compressor Cooling System
Receiver Tank Capacity (gal.)
Outlet Valves

Noise Level

Battery Voltage

Fuel Tank Capacity (gal.)

Engine

Engine Model

Engine Type
Displacement (L)

No. of Cylinders

Bore x Stroke (in.)

Intake Method

Engine Power @ RPM
Fuel Consumption (avg. load GPH)
Cooling Starting Method
Lubrication System

Lubrication System Capacity (gal.)

Dimensions & Weight
Net Weight (Ibs.)

Packaging Size (L x W x H)

Rotary twin screw

100 PSI
125 CFM
Direct drive via diesel engine
Air / Oil
VAl

2x3/4"

65 dBA at 20 ft

12V DC system

15.8

FAW 4DW1
Water-cooled, 4 stroke diesel
2.54
3
3.54x3.94in.
Naturally aspirated
55 HP @ 2650 rpm
217 gal/hr
Electric Start
Qil
1.95

1,500

122x64.5x66.5



Engine model 4DW81-23D 4DW91-29D 4DW92-35D 4DW93-42D
Type In line 4-cylinder 4-stroke
Air intake type Natural | Natural I Turbocharged | Turbo&intercool
Cooling mode Water cooling
Governor mode Mechanical or electronic
BorexStroke (mm) 85x100 | 90x100
Compression ratio 1721
Rated speed (rpm) 1500
Displacement (L) 2.27 2.54
Prime power(without fan) (kW) 17 21 26 31
Standby power(without fan) (kW) 19 23 29 34
Fuel consumption (g/kWh) 240 240 230 216
Oil consumption (L/h) 0.05 0.05 0.04 0.04
Steady state speed regulation (%) <5 =5 =5 <5
Qil capacity including filter (L) 7.8 8 8 8
Emission compliant Stage [l
jie st shellinteriose Flywheel for 7.5"& ?:"E;exible coupling
Dry weight of base (kg) 220 220 240 240
Dry weight of Gen Pac (kg) 240 240 260 280
Overall dimension(base) (mm) | 750x555x680 750x555x680 750x600x735
Overall dimension(G-P) (mm) 920x610x760 1120x810x760
Fan consumption (kW) 1.2 1.6 1.8 2
27°C air consumption (m*min) 1.4 1.7 21 2.4
Heat rejection of exhaust (kW) 17:2 17.4 20.6 231
Exhaust gas temperature after turbine ('C) 550 450 450 450
Exhaust gas flow (m’/min) 42 46 5.9 6.7
Heat rejection from engine (kW) 1.1 1=3 1.6 1.9
Heat rejection of coolant (kW) 1 13.7 16.9 17.1

Base configuration
* Engine with fan

* Alternator ~ 500W 14V
% Starter motor 3.5kW 12V

Standard configuration(add on the base)

%* Intake and exhaust system: Air filter and connecting pipes;
Connecting flang of exhaust pipe

% Cooling system: Radiator with connecting pipes;Fan guard;
Belt guard
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