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265 CFM @ 100 PSI Portable Air Compressor

83 HP | Diesel Engine Powered | Trailer Towable

Benefits & Key Features:

Powered by reliable diesel engines — known for durability and long service life in
harsh operating conditions, making them ideal for remote or off-grid job sites

Designed for portability, often mounted on trailers or skids for easy transport

Delivers high air output (CFM) suitable for heavy-duty applications like construction,

mining, and oil & gas. Available in a wide range of pressure and flow ratings to match
different job requirements

Capable of running multiple pneumatic tools simultaneously. Commonly used for
sandblasting, jackhammers, drilling, pipeline work, and industrial maintenance

Typically equipped with weather-resistant enclosures for outdoor operation

Compressor

Type

Rated Operating Pressure (PSI)
Free Air Delivery (CFM)

Drive System Engine
Compressor Cooling System
Receiver Tank Capacity (gal.)
Outlet Valves

Noise Level

Battery Voltage

Fuel Tank Capacity (gal.)

Engine

Engine Model

Engine Type
Displacement (L)

No. of Cylinders

Bore x Stroke (in.)

Intake Method

Engine Power @ RPM
Fuel Consumption (avg. load GPH)
Cooling Starting Method
Lubrication System

Lubrication System Capacity (gal.)

Dimensions & Weight
Net Weight (Ibs.)

Packaging Size (L x W x H)

Rotary twin screw

100 PSI
265 CFM
Direct drive via diesel engine
Air / Oil
211

3x3/4"

65 dBA at 20 ft

12V DC system

238

Isuzu 4JB1T-C
Water-cooled, 4 stroke diesel
277
4
4.02x4.72in.
Turbocharged
83 HP @ 3000 rpm
3.22 gal/hr
Electric Start
Qil
225

2,800 Ibs

130.7x72.8 x 68.9



2. GENERAL INFORMATION

1. STANDARD ENGINE DATA AND SPECIFICATIONS

(1) Model 4JA1, 4JB1, 4JC1

4JA1 4JB1 4JC1
Engine type Water-Cooled, four cycle, in-line overhead valve type
Combustion type Direct injection
No. of cylinders - bore x stroke  mm 4-93x92 4-93 x 102 4 x 88 x92
Piston displacement L (cid) 2.499 (153) 2.771 (169) 2.238 (137)
Compression ratio 18.4to 1 18.2to 1 19to 1
Firing order ‘ 1-3-4-2
*Rated output kW(hp)/min-' | 44.1(59.1) /3000 | 52.2 (70) / 3000 39 (52.2) / 3000
*Max. torque Nm(Ibft)/min-1 152 (112) / 2000 179 {(132) / 1800 134 (99) / 2000
tnjection pump Bosch “A” type
Governor Variable speed, mechanical type
Injection nozzles Bosch multi-hole type
Specified fuel Diesel fuel {ASTM D975 No.2-D)




4JA1 4JB1 4JC1
*Starter {V-kw) 12-22
*Alternator (V-A) 12 - 35
Specified engine oil (APl grade) CC or CD

*Qil volume L (gts)

About 8.0 (8.5)

About 5.3 (5.6)

Coolant volume (Engine only) L {(qgts)

About. 5.0 (5.3)

*Engine dry weight kg (Ib) 218 (481) 220 (485) 215 (474)
Overall length mm (in) 805 (31.7) 805 (31.7) 849 (33.4)

*M%H_M ons| Overall width _mm (in) 590 (23.2) 590 (23.2) 625 (24.6)
Overall height mm (in) 725 (28.5) 750 (29.5) 728 (28.7)

Valve clearance (cold) mm (in) 0.40 (0.0157) for exhaust and intake

Nozzle injection pressure MPa {psi) 18.1 (2630)

¥|njection timing B.T.D.C. 17°

NOTE: 1. These specifications are based on the standard engine.
2. Specifications for items marked with an asterisk (*) will vary according to the type of equipment

in which the engine is installed.

If you are unable to locate these data applicable to your engine, please contact your equipment

supplier.




2. EPA AND CARB CERTIFIED ENGINE DATA AND SPECIFICATIONS

Se rapporter a la fin de ce document pour les informations EPA en francais.
(1) Model A-4JA1

ISUZU engine model name

A-4JA1

Engine family

*SZXL02. 5CNA

Engine code

4JATXXXXX-XX

Engine type

Water-Cooled, four cycle, in-line overhead valve type

Combustion type

Direct Injection

No. of cylinders - bore x strokemm (in}

4 - 93 x 92 (3.66 x 3.62)

Engine displacement L (cid) 2.499 (152.5)
Compression ratio 18.4to 1
Firing order 1-3-4-2
Max. rated power: SAE NET kW(hp)/min-! 38.2 (51.2) / 2400
Fuel flow at max. rated power (mm3/stroke) 36.3
Exhaust emission control system EM DFI

Injection pump

Bosch, A type

Governor

Variable speed, Mechanical type

Injection nozzles

Multi-hole type

Specified fuel

Diesel fuel (ASTM D975 No.2-D)

*

Mark ;Put a letter codes for model year on the top of the letters.
Y : 2000, 1 : 2001, 2 : 2002, 3 : 2003 Model Year
Engine code varies depending on each engine.




A-4JA1

Starter {(V-kW) 12-2.2
Alternator (V-A) 12 - 35
Specifile engine oil (APl grade) CCorCD
Lub. oil volume (Qil pan) L {(gts) 6.6 (7.0) - 5.5 (5.8)
Coolant volume (Engine only) L (qgts) 5.0 (5.3)
Engine dry weight kg (Ib) 210 (463.0)

Overall length mm (in} 805.0 (31.69)
Engine | overall width mm (in) 625.0 (24.61)
dimensions

Overall height mm (in) 729 (28.7)
Valve clearance {cold) mm (in) 0.4 (0.0157)
Nozzle injection pressure MPa (psi) 18.1 (2630)
Injection timing B.T.D.C. (Static) 17°
Maker and type of turbocharger NA




(2) Model A-4JB1 (IN-LINE INJECTION PUMP TYPE)

ISUZU engine model name A-4JB1

Engine family *SZXL02. 8CNA

Engine code 4JBIXXXXX-XX

Engine type Water-Cooled, four cycle, in-line overhead valve type
Combustion type Direct Injection

No. of cylinders - bore x strokemm (in) 4 - 93 x 102 (3.66 x 4.01)
Engine displacement L (cid) 2.771 (169.1)
Compression ratio 18.21t0 1

Firing order 1-3-4-2

Max. rated power: SAE NET kW({hp)/min 51.4 (68.9) / 3000

Fuel flow at max. rated power {mm?3/stroke) 41.0

Exhaust emission control system EM DFI

Injection pump Bosch, A type
Governor Variable speed, Mechanical type
Injection nozzles Multi-hole type
Specified fuel Diesel fuel (ASTM D975 No.2-D)

* Mark ;Put a letter codes for model year on the top of the letters.
Y : 2000, 1: 2001, 2 : 2002, 3 : 2003 Model Year
Engine code varies depending on each engine.



A-4JB1

Starter (V-kw) 12-2.2
Alternator (V-A) 12-35
Specifile engine oil (APl grade) CCorCD
Lub. oil volume (Qil pan) L (gts) 7.5 (7.9) - 5.5 (5.8)
Coolant volume (Engine only) L (qts) 5.0 (5.3)
Engine dry weight kg (Ib) 225 (496.0)
Overall length mm (in) 805 (31.69)
mmmw::mmm ons | Overall width mm (in) 711 (27.99)
Overall height mm (in) 600 (23.62)
Valve clearance (cold) mm (in) 0.4 (0.0157)
Nozzle injection pressure MPa (psi) 18.1 (2630)
Injection timing B.T.D.C. (Static) 19°
Maker and type of turbocharger NA




(3)

Model A-4JG1, B-4JG1, CC-4JG1, BB-4JG1, AA-4JG1T and BB-4JG1T

ISUZU engine model name CC-44G1 BB-4JG1 AA-4JG1T
Engine family *8ZXL03. 1CNC *8ZXL03. 1GTA
Engine code 4JGTIXXXXX-XX 4JGTITXXXX-XX
Engine type Water-Cooled, four cycle, in-line overhead valve type

Combustion type

Direct Injection

No. of cylinders - bore x strokemm (in)

4 - 95.4 x 107 (3.76 x 4.21)

Engine displacement L (cid) 3.059 (186.7)

*2 Compression ratio 18.6to 1 18.1to 1
Firing order 1-3-4-2

2 Max. rated power: SAE NET kW(hp)/min-! 40.0 (53.7) / 2100 55.9 (74.9) / 2150
*2 Fuel flow at max. rated power {(mm3/stroke) 44.6 59.7
Exhaust emission control system EM DF! EM TC DFI

Injection pump

Bosch, A type

Governor

Variable speed, Mechanical type

Injection nozzles

Multi-hole type

Specified fuel

Diesel fuel (ASTM D975 No.2-D)

* Mark ;Put a letter codes for model year on the top of the letters.
Y : 2000, 1: 2001, 2 : 2002, 3 : 2003 Model Year
Engine code varies depending on each engine.




CC-4JG1 BB-4JG1 AA-4JGI1T

*2 Starter (V-kw) 12-2.2
*2 Alternator (V-A) 12 - 50
Specifile engine oil (APl grade) CcD
*2 Lub. oil volume (GQil pan) L (gts) 9.6 - 7.6 (10.1 - 8.0)
Coolant volume (Engine only) L (qgts) 4.5 (4.8)
*2 Engine dry weight kg (Ib) 244 (538) 256 (564)

Overall length mm (in} 809 (31.8) 771 (30.4)
*2Engine [y o il width mm (in) 606 (23.9) 610 (24.0)
dimensions

Overall height mm (in) 709 (27.9) 779 (30.7)
Valve clearance (cold) mm (in) 0.4 (0.0157)
Nozzle injection pressure MPa (psi) 18.1 (2630) 1st: 19.5 (2830), 2nd: 25.0 (3630) 18.1 (2630)
*2 Injection timing B.T.D.C. (Static) 10° 6°
Maker and type of turbocharger NA HITACHI HT12

Specification for items marked with an asterisk (*2) will vary according to the type of
equipment in which the engine is installed.
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